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WM-NP3 Workstation
A Customizable Solution 

Electrical Safety

The WM-NP3 is supplied with a 
separation transformer.

Output from the transformer is 
controlled using the central 
 on/off switch allowing all 
equipment to be powered up 
simultaneously. 

The WM-NP3 has been designed to specially support and add value to the current and future 
imaging systems. 

Its increased loading capacity, while taking up less floor space and supporting an expanded range 
of accessories, make it a valuable successor to WM-NP2.

Customization

Dedicated accessories are 
available to optimize system 
and procedural efficiency.

Imaging

The WM-NP3 workstation is 
offered with choice of monitor 
arm that supports a range of 
compatible monitors. 

Either arm maintains the large 
range of movement enjoyed 
on the WM-NP3 allow the 
monitor to be positioned in  
the ideal position for 
procedural viewing with pan, 
tilt and swivel functionality. Easy to Move

Ergonomically designed 
handles and twin wheeled 
castors allow the 
workstation to be moved 
into the ideal position in 
the clinical environment. 

Cable Management

Optimized cable management has 
been achieved by locating the cable 
management modules within the 
workstation hoop increasing the 
cable capacity and providing access 
to route and remove cables easily.

Cart offers secure and dedicated 
routing for power cables not 
connected to the transformer but 
instead directly to the wall. 

SPECIAL 
FEATURES
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Consumable Storage Holder 
MAJ-2154
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Suction Jar Holder
MAJ-2158
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Scope Pole Kit 
MAJ-2159
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Drawer Unit 
MAJ-2165
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Sterile Water Holder 
MAJ-2166
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Nurses Control Arm 
MAJ-2167
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Side Handles 
MAJ-2211
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Lcd Monitor Arm 6.5 Kg - 12 Kg 
MAJ-2216
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WM-NP3 Workstation
Accessories

Side Shelf 
MAJ-2173
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Irrigation Tube Holder 
MAJ-2160
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The WM-NP3 is available 
with a wide variety of 
accessories: both newly 
developed and existing. 

All accessories have been 
ergonomically designed 
to allow you to get the 
most out of your Olympus 
Imaging system.
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Ordering Information

Sets

WM-NP3 Workstation plus items marked (P)

Order No. Description
Basic Set 
K100353611

K100371572

GI Standard Set 
K100353661 
K100371582

URO Set 
K100353711 
K100371592

Instruction Manual P P P
Workstation Fitting Kit P P P
Transformer P P P
IEC Lead Set P P P

MAJ-150 Adaptor Cable P P P
MAJ-2146 Sliding Keyboard Tray P P
MAJ-2159 Scope Pole Kit P
MAJ-2160 Irrigation Tube Holder P P P
MAJ-2211 Side Handles P P
MAJ-2216 LCD Monitor Arm 6.5 kg - 12 kg P

WM-NP3 Workstation
Ordering Information

Specifications

Dimensions 1400 mm (H) x 675 mm (D) x 665 mm (W)

Weight 84 kg (unladen) including fitted transformer

Max load capacity Maximum 20 kg on top tray

Maximum 31 kg per shelf

Maximum 35 kg on base panel

Castors 125 mm diameter

2 x Braked conductive twin wheeled castors

2 x Braked twin wheeled castors

Voltage

The WM-NP3 is supplied with a separation transformer

WM-T3 Transformer 20A 110-120V included with K10035361, K10035366, K10035371

WM-T3 Transformer 15A 110-120V included with K10037157, K10037158, K10037159

Construction

Workstation

Hoop Extruded pr ofiled aluminium

Shelves Mild steel

Top Tray Injection moulded ABS

Order No. Description

MAJ-150 Adaptor Cable

MAJ-683 Probe Driver Arm

MAJ-1639 CO2 Cylinder Holder-140

MAJ-1642  IV Pole

MAJ-1650 CO2 Cylinder Holder-205

MAJ-1653 CO2 Cylinder Holder-Double

MAJ-1654 Equipotential Terminal Strip

MAJ-1657 Keyboard Arm Side Mounted

MAJ-1661 Side Mounted LCD Monitor Arm

MAJ-1663 EUS Arm Mount Kit

MAJ-1665 Camera Head Holder

MAJ-1685 IV Bag Hanger

MAJ-1985 CO2 Switch Over Valve

MAJ-2145 ENT Scope Hanger

MAJ-2146 Sliding Keyboard Tray

MAJ-2149 Dual Monitor Arm

MAJ-2159 Scope Pole Kit

MAJ-2160 Irrigation Tube Holder

MAJ-2216 LCD Monitor Arm 6.5 kg - 12 kg

MAJ-2211 Side Handles

Ordering Information

Optional Compatible Accessories

1. Denotes 20A Transformer Variant 
2. Denotes 15A Transformer Variant
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